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EASY TO ADJUST AND REPLACE EMBEDDED THERMOCOUPLES
HIGH-TEMP, HIGH VACUUM APPLICATION
LASER WELDED ASSEMBLY

CARTRIDGE HEATER, 450W, 240V,
WITH BUILT-IN THERMOCOUPLE, TYPE K,
6X THREADED MOUNTING HOLES 10X $5316 COMPRESSION FITTINGS HOUSED INSIDE AL4061 THERMOWELL
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10X SHIM STYLE THERMOCQOUPLES,
WITH MOUNTING HOLES, TYPEK,
VARYING LENGTHS, 304SS AL6061 THERMOWELL SS304 ISOLATING FLANGE O-RING GROOVE
VACUUM SIDE ATMOSPHERE SIDE
NOTES UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES ﬁ
] VACUUM COMPATIBLE UP TO 10_7 TORR o e
ANGULAR: MACH+  BEND #*
2. MAX OPERATING TEMP. UP TO: 400°C TG FLACEDEChAL - 00 RIGH-TEMP VACUUM
3.  OPERATING TEMPERATURE WILL VARY ACCORDING TO LEAD INSULATION MATERIAL CHOSEN THERMOWELL ASSY
FOR CARTRIDGE HEATER AND THERMOCQOUPLES e oPRETARY AND ConmpmaL MATERAL SIZE DWG. NO REV
4' ROBUST' LASER WELDED ASSEMBLY THE INFORMATION CONTAINED IN THIS SEE DWG BCE .I O .| 69 A
5. THERMOCOUPLES CAN BE POSITIONED/REPLACED EASILY VIA THE COMPRESSION FITTINGS oRavinG SHEsOERROPERY OF TN L B
6. ALLITEMS/DIMENSIONS/MATERIALS SHOWN ARE CUSTOMIZABLE OFSAVHOLEWTHOU TEWATIEN | e s WEIGHT: N/A | SHEET 1 OF |
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