®1.50 NOM

2X 3/4" COMPRESSION FITTING

12.0 #0.13

NOTES:
1. ALL WETTED PARTS TO BE 316L/304L STAINLESS STEEL
2. 400WATT, 120VOLT, HEATSOURCE BUILT-IN GROUNDED THERMOCOUPLE

3. BODY MUST PASS 50PSI AND HELIUM LEAK RATE OF 1 X 10-7 cc/sec He

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
BELILOVE CO. ENGINEERS. ANY

STAINLESS STEEL

CONDUIT

REPLACEABLE HEATER
MOUNTED USING THREADED STUDS

UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN INCHES
TOLERANCES:

FRACTIONAL +

ANGULAR: MACH+  BEND *
TWO PLACE DECIMAL  £.020
THREE PLACE DECIMAL  +.005

INTERPRET GEOMETRIC
TOLERANCING PER:

MATERIAL

SEE DWG

REPRODUCTION IN PART OR AS A WHOLE  FINISH

WITHOUT THE WRITTEN PERMISSION OF
BELILOVE CO. ENGINEERS IS
PROHIBITED.

SEE DWG
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