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infringe on any patents. THIS IS A 480V HEATER PLEASE
USE CAUTION WHEN OPERATING.
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1.

ELECTRICAL: 10.5kW (+5/- 10%) 6-7WSI 480 VOLTS 3-PHASE W/BUILT-IN TYPE "K" THERMOCOUPLE, 24"
LONG ON ELEMENT, HEAT SOURCE

B
2. 1/8"DIA, TYPE K GROUNDED THERMOCOUPLE COMPRESSION ASSEMBLY, NEAR OUTLET

3. STAINLESS STEEL 304 MAIN BODY CONSTRUCTION INCLUDING 6" 150# FLANGE , INLET AND OUTLET.
INCOLOY 800 HEAT SOURCE W/ CARBON STEEL FLANGE, GASKET PROVIDED & NEMA 1 HOUSING

4. OPERATION:

A) USER TO MAKE SURE TERMINALS TO CASING HAVE AT LEAST 2 M-OHM PRIOR TO ENERGIZING
B) IF UNIT IS UNDER 2 M-OHM, BAKE OUT HEATER AS NECESSARY PRIOR TO OPERATING.

5. BCE TO CLEAN OUTSIDE WITH IPA

6. ASSEMBLY TO BE POWERED UP & RAMPED AT BCE PRIOR TO SHIPMENT.

/7. BCE TO PRESSURE TEST HEATER TO 90 PSI AT 18-20C PRIOR TO SHIPMENT
8. DO NOT ENERGIZE WITHOUT FLOW, LIQUID MEDIUM
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